AUTHENTICATED
U.S. GOVERNMENT
INFORMATION

GPO

Coast Guard, DHS

§121.620 Propulsion engine control
systems.

(a) A vessel must have two inde-
pendent means of controlling each pro-
pulsion engine. Control must be pro-
vided for the engine speed, direction of
shaft rotation, and engine shutdown.

(1) One of the means may be the abil-
ity to readily disconnect the remote
engine control linkage to permit local
operation.

(2) A multiple engine vessel with
independent remote propulsion control
for each engine need not have a second
means of controlling each engine.

(b) In addition to the requirements of
paragraph (a) of this section, a vessel
must have a reliable means for shut-
ting down a propulsion engine, at the
main pilot house control station, which
is independent of the engine’s speed
control.

(c) A propulsion engine control sys-
tem, including pilothouse control,
must be designed so that a loss of
power to the control system does not
result in an increase in shaft speed or
propeller pitch.

(d) All microprocessor or computer
based systems must meet the require-
ments of part 62 in subchapter F of this
chapter.

Subpart G—Miscellaneous

§121.702 Pollution prevention equip-
ment and procedures.

A vessel must comply with the appli-
cable design, equipment, personnel,
procedures, and record requirements of
33 CFR parts 151, 155, and 156.

§121.704 Marine sanitation devices.

A vessel with installed toilet facili-
ties must have a marine sanitation de-
vice that complies with 33 CFR part
159.

[CGD 85-080, 61 FR 933, Jan. 10, 1996; 61 FR
205656, May 7, 1996]

§121.710 First-aid Kkits.

A vessel must carry either a first-aid
kit approved under approval series
160.041 or a kit with equivalent con-
tents and instructions. For equivalent
kits, the contents must be stowed in a
suitable, watertight container that is
marked “‘First-Aid Kit”’. A first-aid kit

Pt. 122

must be easily visible and readily
available to the crew.

[CGD 85-080, 62 FR 51352, Sept. 30, 1997, as
amended at 62 FR 64306, Dec. 5, 1997]
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